
 

EUROFORM FURNITURE & CABINETS 

MAINTENANCE, CARE & WARRANTY GUIDE 

GENERAL CARE & MAINTENANCE 
Liquid Spills should be cleaned up as they occur. 
Wood is a natural material and its colour may change with time. 
Wet Areas (such as bathrooms, laundries & around sinks & dishwashers) are subject to high levels of moisture from 
condensation & steam.  It is important that these areas are allowed to dry thoroughly to avoid prolonged moisture 
exposure which can cause the wood to swell and buckle. 
Rangehoods should always be used during cooking to extract heat and steam from the overhead cabinetry. 
Maintenance of Stone Benchtops:  Reseal benchtops when water splashed on the surface no longer beads.  If there 
are stains or damage, contact a stone-care professional for repair. 
Maintenance of Mirrored Surfaces:  Mirrors, especially when located in bathrooms, are subject to high levels of 
moisture from condensation, splashes and during cleaning.  Water can seep behind the mirror causing the backing 
to deteriorate and leading to black edges, corrosion or warping.  It is important to thoroughly dry mirrored surfaces 
especially around all edges (top, sides and bottom) to prevent damage and maintain the mirror’s appearance.   
 
CLEANING 
Everyday clean-up of cabinets can be done with a damp cloth and dry towel. 
Heavier cleaning:  Oils, grease and other soils that do not respond to plain water can be removed with a solution of 
mild soap and water.  The surface should be rinsed immediately with a clean, damp cloth and dried thoroughly. 
 

Polyurethane doors / panels:  Wipe the cabinet doors with a dry, clean cloth to remove any loose dirt and dust. Wet 
a lint-free (preferably microfibre) cloth in warm water with mild dish soap, wring it out thoroughly, and wipe over 
the cabinetry.  Dampen a clean cloth with fresh, warm water and wipe the surface of the cabinet doors to remove 
any remaining soap or residue. Use a clean cloth to dry the surface and edges of the doors thoroughly. REFER TO 

EUROFORM PAINTED DOORS MAINTENANCE, CARE & WARRANTY GUIDE FOR FULL DETAILS 
Melamine doors / panels:  Clean with a solution of warm water and a small amount of mild dish detergent. Wipe 
clean and dry immediately with a soft cloth to avoid streaking.  Melamine may be damaged by excessive water 
seeping into the seams. Ensure cabinets, including edges, are wiped with a dry cloth after cleaning.   
Laminate doors / panels:  Laminate cabinet faces provide a durable easy to maintain surface.  Using a mild 
household spray wipe down the laminate with a soft cloth.  Dry using a soft cloth to ensure that no cleaning 
solution remains on the surface.   

Interior surfaces:  The standard interior cabinet is melamine particleboard that is resistant to scuffing, marring and 
repels most household spills.  To clean interior surfaces, simply wipe with a damp cloth and dry thoroughly with a 
clean, soft cloth. 
 

Stone Benchtops:  Use a microfibre cloth to dust off benchtop surfaces.  With a clean cloth, wipe daily and as needed 
using water.  For stubborn cleaning, use a stone cleaner formulated with a neutral pH. Do not use harsh chemicals 
or abrasive cleaners - they can scratch, pit, and etch the surface of the stone. REFER TO EUROFORM BENCHTOPS 

MAINTENANCE, CARE & WARRANTY GUIDE FOR FULL DETAILS 
Laminate Benchtops:  Laminate benchtops are made from a stain-resistant resin.  The toughness and high 
permeability of this surface should require no more than wiping with a soft cloth dampened with plain water or 
mild detergent.  Where additional cleaning is required, wipe the benchtop with a mild household spray using a soft 
cloth.  Dry using a soft cloth to ensure that no cleaning solution remains on the surface.   
 

Handles:  Wipe your handles with a solution of warm water and a small amount of mild dish detergent. Dry your 
hardware and areas around the cleaned area immediately.  Brass and Silver cleaners are not recommended as they 
may contain harsh chemicals that may damage the finish on your handles.   
Cabinetry Hardware:   Hinges and moving runner components should be cleaned with a soft, dry, lint-free cloth.  
Moving parts are often protected by a thin film of high grade oil that ensures its functionality & durability. This oil is 
necessary and therefore should NOT be removed with any form of detergent / anti-grease cleaner or similar. 
Glass insert doors:  If there are glass inserts in your cabinets doors, they may be cleaned with window cleaner.  
Spray the cleaner on a clean cloth and wipe the glass clean. Do not spray window cleaner directly on the door - over 
spray of glass cleaner may damage the finish on the surrounding surfaces. If you get glass cleaner on the 
surrounding surfaces, wipe immediately with a damp cloth followed by wiping with a dry cloth. 



 

Mirrors / Mirrored Surfaces:  Mirrored surfaces can be cleaned with a mild soap and water mix or a neutral PH, 
non-acidic and non- ammonia based cleaner.  After cleaning, use a soft lint-free (preferably microfibre) cloth to dry 
the surface of the mirror AND the perimeter edges thoroughly.  Wiping the edges is important to ensure that 
moisture does not seep behind the mirror and cause damage.  Acidic or ammonia component cleaners are not to 
be used as they “eat” the mirror and will void all warranty coverage.  
 

Drying after cleaning: All surfaces and components (including cabinetry, benchtops & hardware) must be 
thoroughly dried after cleaning to avoid moisture retention that may cause long term damage to the products.  It is 
important to wipe all edges to absorb any water drips. 
 

NEVER use abrasive cleaners, scouring pads or powdered cleaners on any type of cabinetry or product supplied by 
Euroform Industries.  The use of Commercial Cleaning products, Abrasive Cleaners, Scouring Pads, Abrasive Papers, 
Solvents, Thinners, Turpentine, Ammonia, Bleach, Acetone, or any cleaning agents containing the above will void all 
warranty protection on Euroform supplied cabinetry, benchtops & hardware. 
 

DO NOT: 
➢ use your dishcloth to clean your cabinets or benchtop.  It may contain grease, detergent or other household 

chemicals that may damage the cabinet surface. 
➢ hang a wet dish cloth or towel over your cabinet door. The moisture may eventually cause permanent damage 

to your cabinet door. 
➢ use wax on laminate cabinets. 
➢ place heating appliances (toaster, coffee maker, electric kettle etc) so the steam flows up against the underside 

of the cabinet frame and doors.  Exposure to heat and the high humidity increases the risk that the benchtop or 
door may absorb moisture and swell.  Over time, underpanels of overhead cabinets may discolour from 
exposure to heating appliances.  Euroform warranty does not cover replacement or repair due to heat exposure. 

➢ place hot objects such as pans, baking sheets or heat-generating household appliances directly on top of the 
benchtop - always use a pot stand or wooden chopping board to protect the surface. 

➢ work with a knife or other sharp instruments directly on the benchtop - always use a chopping board. 
➢ use paper towels, especially on gloss finish laminates or polyurethane doors, as the wood pulp in the paper can 

leave abrasive marks on the surface. 
 
 
WARRANTY 
Euroform offer a 2 year warranty on joinery manufactured & supplied by Euroform Furniture & Cabinets. 
Cabinet door and drawer fronts are warranted for alignment & consistent gaps for a period of 6 months from 

installation (as per NSW Guide to Standards & Tolerances 2017).  

All warranty claims are subject to inspection to determine cause for the claim.  Inspection shall not be deemed in 
any way an admission of liability by Euroform Furniture & Cabinets. 
Warranty exclusions: 

• Damage caused by misuse, accidents, over exposure to heat or water, use of unapproved cleaning products, 
reasonable wear & tear or items not being maintained as recommended. 

• Appliances and any other materials included in the installation which are not manufactured by Euroform. 
Appliances or other articles are warranted by the relevant vendors/manufacturers from whom the goods were 
ordered. 

• Variations to pattern, colours and textures of laminate, vinyl & stone; solid timber natural characteristics; or 
polyurethane finishes beyond Euroform’s control are not considered to be manufacturing defects. 

• Mirrored surfaces cleaned with an acidic or ammonia component substance.  These cleaners eat the mirror and 
void all warranties on mirrored surfaces if used. 

 
Refer to specific Manufacturer Warranty, Care & Maintenance Instructions for full details on specific products used. 
 
For further enquiries, please contact:  
Euroform Furniture & Cabinets  
(02) 4964 8333 
service@euroform.com.au  
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